S Machine

2.Mould A Green Life

Offering Turn-key EPS Project.
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S Hangzhou Epsole Technologies Co., Ltd.



Hangzhou Epsole Technologies Co.,Ltd. is a
private-owned enterprise located in Hangzhou,
China. With over 10 years experience, the

company is famed for its profession in R&D ,
manufacturing and sales of EPS machinery,

EPS Accessories, EPS raw materials and EPS
moulds, etc.

Epsole has been focusing on the cooperation
with customers, supply of technical information,
sharing of intelligence and installation of machinery
as well as the promotion of automation and working
efficiency so as to improve the company’s

competitiveness and realize mutual benefits.

Epsole is sincerely looking forward to cooperate with
all customers that have interests in our products and
technical services. We are confident to provide high
quality services for customers from all over the world.
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INNOVATION

ENVIRONMENTAL
PROTECTION

EFFICIENT
ENERGY-SAVING
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Professional EPS Machinery Manufacturer
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Professional EPS Machinery Manufacturer

Our Service

We provide customized service for
EPS plant design,manufacturing,
Installation,training and overseas
after sales support,etc.
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Professional EPS Machinery Manufacturer

Service Idea of 4A

For the purpose of approaching the customers and providing the most professional, and the best
energy—-saving solutions, we implement the concept of “4A™ service, which is Anyone, Anytime,
Anywhere and Anything.

The “4A” service idea emphasizes on personal-service by caring customers’ production needs
and demand of purchase. We feel and listen to the customer, which expresses the service idea of
people-oriented and Customer—centered.

The core of “4A” service is to create a service mode of combining modern science and technology
with EPS industry perfectly, to provide the most advanced and professional EPS equipment to
improve the production efficiency and energy-saving, achieving maximum benefits for every single
customer

Anyone

Regardless of age, sex, occupation and social position, whoever subscribes
EPSOLE products and has a grand willingness in EPS industry, we promise
to provide you the most sincere service.

Anytime

In our program, the annual service hours provided is 365 x 24 hours. We
provide Round-The-Clock and All-sided after—sales service to the custom-
ers, no matter day & night, windy or rainy.

Anywhere

We will spare no effort to meet the customers’ reasonable needs in any-
where.

Anything

Whether it is a little nut thing or as big as the matter of buying a full set of
production line, as long as it concerns about products, we shall provide the
utmost in serving customers satisfactorily.
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Professional EPS Machinery Manufacturer

EPS(Expandable Polystyrene)Raw material Pre-expander ; Strorage of pre-expanded material
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Shape moulding machine EPS mould Block moulding machine

Apply to: Apply to:

o Agricutural and fish box @ Electrical parts package @ Construction parts for decoration @ Heating-insulation wall and ceiling
@ ICF construction parts @ Decoration parts & 3-D panel and sandwith panel @ Other applications

@ Other special application such as helmet,model...,etc.
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Professional EPS Machinery Manufacturer

PRODUCTION AREA

s RAW MATERIA[K

STORAGE

WAREHOUSE FOR READY PRODUCTS WAREHOUSE FOR READY PRODUCTS

ELECTRICITY ROOM MOULD&SPARE PARTS ROOM OFFICE

ENERGY SUPPLY: |

@ Electricity.

@ Steam system:boiler,steam accumulator.

® Compressed air system:compressor,compressed air receiver,
@ Water system:water pump,water cooling tower.

EPS Recycling System

Water cooling tower
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Professional EPS Machinery Manufacturer

Functions & Features

TECHNICAL DATA

ELEDT

Material Conveying Line

Volume
Diameter

Useable Volume

Entry
Consumption
Pressure

Entry
Pressure

Condensate

159,71
20971
2591
30g 1

First expansion

Second expansion

(LxWxH)

ESPC- 70

€ 700mm

0.6m3
0.4m3

DN20

80-100kg.~h
0.6-0.8MPa

DN15
0.6-0.6MPa

Z20mm

100kg .~ h
120kg h
150kg_~h
200kg.h

C150mm

8.93KW

12-30 g1
8-11 g1

4700x2660x2600(mm)

1300kg

3000mm

Note: Machines are highly customized according to customer’s requirement.

Type
ESPC- 90
¢ 900mm
1.2m3
0.8m3
DN40
100-150kg.h
0.6-0.8MPa

DN20
0.6-0.8MPa

20mm

150kg.~h
200kg.h
250kg.h
300kg.h

Z150mm

9.73KW

12-30g.1
8-11 9.1

4700x2930x3200(mm)

1500kg

3000mm

ESPC-120
Z120mm
2.2m3
1.5m3
DN40
150-200kg . h
0.6-0.8MPa

DN20
0.6-0.8MPa

C20mm

250kg.h
300kg.~h
410kg.~h
500kg.h

@150mm

13.33KW

14-30 g 1
8-13 9.1

4905x4655x3250(mm)

1800kg

3000mm
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Professional EPS Machinery Manufacturer

Batch Pre-expander

Functions & Features

= I S/

|

TECHNICAL DATA

Type
ESPB-50 ESPB-110 ESPB-150 ESPB-160
Diameter € 500mm Z1100mm Z1500mm Z1600mm
Volume 0.14m? 14m? 4.5m? 5.4m?
Useable Volume 0.1 m? 0.9m? 3.2m? 4.5 mé
Entry DN25 DN50 DN 50 DN100
Consumption 0.5-0.7kg ~cycle 8 -11kg cycle 15-18kg - cycle 18-20kg - cycle
Pressure 0.6-0.8MPa 0.6-0.8MPa 0.6-0.8MPa 0.6-0.8MPa
Entry DN20 DN25 DN40 DN40
Consumption 0.2-0.3m?_“cycle 0.5-0.6m*cycLe 0.5-0.6 m® ~cycle 0.5-0.8 m* “cycle
Pressure 0.6-0.8MPa 0.6-0.8MPa 0.6-0.8MPa 0.6-0.8MPa
Drainage Drainage Port DN80 DN80 DN100 DN150
Condensate DN20 DN80 DN40 DN 50
129 71 1400kg,~h
1291  70kgh 1291  240kg h 1291  600kg,h 12971 1800k h

18971 2300kg.h

18 g 1 100kg.h 15971 320kg.~h 1591 900kg.h 25q 1 2800kg.~h

2591 110kg.~h 20g 1 430kg.h 200 1 1200kg.h

391  130kgh 3091 600kgh 3091  1500kg~h Second expansion
8g. | 800kg ~h
10g 1 1000kg h
Material
Conveying Line Z150mm 150mm Z250mm 250mm
9 5KW 161 KW 24 85KW 3 5KW
12-1400 /| 12-30g. /| 12-30g | 12-30g /1
<+2% <+2"% <+3% <+3%
A (LxWxH) 3000x3800x3800(mm)  5600x3 00x4530(mm)  6500x4150x5400(mm)  7600x3700x4200(mm)
1500kg 3500kg 5000kg 6300kg
Room Height 5000mm 5000mm 5500mm 7000mm

Require

Note: Machines are highly customized according to customer’s requirement.
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| Professional EPS Machinery Manufacturer

Functions & Features

@ Structure:
Welded by strong intensity square pipe and treated by drawing temper to prevent panels deformation
With sand blasting treatment, corrosion resistance , life can be improved remarkably.

@ Electronic control:
Adopting Mitsubishi PLC and Schneider touch screen, fully automatic on mould closing, filling, heating,cooling and off-mould
All electrical components are from well known brands, which make sure high efficiency and stability of machines

TECHNICAL DATA

“ Unit ESS 810AB ESS1012 AIB ESS1214AIB ESS1416AB ESS1820AB
| mm 1000x800 1200x1000 1400x1200 1600x1400 2000x1800
mm 800x600xx350 1000x800x350 1200x1000x350 1400x1100x350 1800x1600x350
_ mm 220-1470 220-1470 220-1470 220-1470 220-1470
m mm 80 80 80 80 80
team G ' ka/cycle 6 7 8 9 11
ooli L kalcycle 40-120 45-138 50-150 55-180 90-210
mm 25 40 40 40 50
L m¥eycle 1.2 15 1.8 2 25
mé/h 165 165 230 280 280
KW 10.6 10.6 14.1 16.5 20
mm  4800x1850x2970(mm)  4800x2050x3170(mm) 4970x2250x3370(mm) 4970x2440%3430(mm)  5100x2900x4030(mm)

kg 4200 4800 5500 5800 7000

Cycle Time 60-90 60-100 60-150 100-180 100-180

Note: Machines are highly customized according to customer’s requirement.




* Patented

Adopts famous brands hydraulic components, differential pressure system design, which can achieve high speed, low noise operation. The fastest mold
opening and closing speéd reaches 350mm/sec, achieving high speed and efficient stable operation;

Two-points mold opening and closing, and the latest mechanism technology of mold clamping, can stabilize mold clamping pressure without leakage
during production, and effectively reduce energy consumption.

Improved pipe & valve design to minimize energy wastage while increasing reaction speed;

The design of cooling water pipe line fastens the speed of water cooling - the ring design of copper pipe inside mould cavities increases the contact
surface, resulting in more efficient cooling and smooth product surface.

Application of electric digital proportional valve: adopt imported electric digital proportional valve with linear position sensor to efficiently and accurately
control the proportion of opening scale of the angle seat valve, and the combination with the digital ;ilressure sensor enables the mold cawt¥ pressure to
be linearly stable, which changes the analog control of door open and close of traditional equipment. Imported brands of valve guarantees the stable
quality of products, effectively saving steam, air, and other energy consumption;

The bypass line of the latest heating system of EPS molding machine can effectively reduce the molding time and steam energy consumption.

' Details H
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@ Adopts Siemens intelligent control system and User-friendly Windows embedded system operation interface result in simple & convenient & intelligent
operation;

@ The control method combined of Imported electric proportional valve, linear position sensor and pressure sensor ——- perfectly matches the control system,
enabling material feeding, heating, blowing, and water cooling, etc. to be more accurate, stable, reliable and efficient;

@ The latest production molding technology results in convenient and efficient operation, the production efficiency is thus improved.

TECHNICAL DATA

P P 5363+2710%4752 5363*3310*4852 5363*3710*4952

800*1300 1200*1400 1300*1800
350 350 350
1200 1200 1200
nm 60 80 100
4 4 4
2 2 2
o 145 145 145
1 2 2
100 100 100
8 8 8
4~5 4~5 4~5
| Maininlet |DN 80 80 80
4 4 4
0~6.28 0~6.28 0~6.28
100 100 100
100 100 100
-I!I!l 50 50 50
A : : 6
Consumption| m* [REEIEEING 0.3~0.6 0.3~0.6
7.5 7.5 7.5
400 400 400

Note: Machines are highly customized according to customer’s requirement.
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Professional EPS Machinery Manufacturer

* Patented

Stainless steel steam chamber equipped on machine: Save mold frame cost, steaming from 3 sides (top & two flanks), fast fusion (especially good
for package product as of better cross steaming)and rapid cooling.
Hydraulic lock system: Adopts new hydraulic-mechanical lock system;

One key to change the mould, open framework design,advanced auto rod guide and fix system. Greatly reduces machine stop period, truly realizes SMED.
Mould change time < dmin;

Rabotic arm products feeding & picking system:

|. Pre—prepare transfer materials for multi-layers steaming (Eg:Structure products & under floor board with HIPS film coating, or plastic inserts for |CF)

||. Collect & stack products

Adopts famous brands hydraulic components, differential pressure system design, which can achieve high speed, low noise operation. The fastest mold
opening and closing speed reaches 350mm/sec, achieving high speed and efficient stable operation;

Two-points mold opening and closing, and the latest mechanism technology of mold clamping, can stabilize mold clamping pressure without leakage
during production, and effectively reduce energy consumption.

Improved pipe & valve design to minimize energy wastage while increasing reaction speed:

IR . o R o
e e
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| Professional EPS Machinery Manufacturer

* Patented

® Stainless steel steam chamber equipped on machine: Save mold frame cost, steaming from 3 sides (top & two flanks), fast fusion (especially good
for package product as of better cross steaming)and rapid cooling.
@ Hydraulic lock system: Adopts new hydraulic-mechanical lock system;

® Fast mould change, open framework design,advanced auto rod guide and fix system. Greatly reduces machine stop period, truly realizes QDCS.
Mould change time 20-30min;

@ The design of cooling water pipe line fastens the speed of water cooling - the ring design of copper pipe inside mould cavities increases the contact
surface, resulting in more efficient cooling and smooth product surface.

® Application of electric digital proportional valve: adopt imported electric digital proportional valve with linear position sensor to efficiently and accurately
control the proportion of opening scale of the angle seat valve, and the combination with the digital pressure sensor enables the mold cavity pressure to
be linearly stable, which changes the analog control of door open and close of traditional equipment. Imported brands of valve guarantees the stable

® quality of products, effectively saving steam, air, and other energy consumption;

® The bypass line of the latest heating system of EPS molding machine can effectively reduce the molding time and steam energy consumption.

—
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* Patented

Energy-Saving
EPS Shape Moulding Machine

SIMENS PLC & Customized 15" Industrial Touch Screen (Wifi support & Romote Control)

Intelligent Big Data Management & Control System: Remote monitoring machine status, fault feedback, remote maintenance;

Germany GEMU valve system & Single Valve Locator Digital Proportional Control.

Efficient steaming: Multiple PID valve pipe system monitoring steaming:1~2 bar big steaming by two steaming pipes, 2~2.3 bar by PID digital model
locator valve to monitor steaming => fast & accurate steam.

Precisely matched Germany BOSCH hydraulic system; SIMENS motor provides stable and long service life; Cruise speed 350mm/s

Anti-rust processing: Welding ——> Heat treatment ——> Ball blasting ——> Twice anti rust painting ——> Thermal zinc coating ——> Color painting
(American DUPONT heavy anti-rust paint)

Efficient vacuum: SIMENS vacuum pump,advanced water & air cooling system; Stainless filling materials inside vacuum tank greatly improves vacuum
speed. Product rate of water<6%

Equal lock strips ensure no steam leaking in long period, improving heat efficiency.

Pressurized (2~4 bar) hopper filling system, patent owned, 0 leakage, min.filling time and max.filling volume.

Double Venturi hoppers design, faster and cleaner feeding

Multi-security system

Product cycle time: 30-60s

Central vacuum system to save 50% energy consumption

Central vacuum system
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e Adopts Siemens intelligent control system and User-friendly Windows embedded system operation interface result in simple & convenient & intelligent
operation;

® The control method combined of Imported electric proportional valve, linear position sensor and pressure sensor ——- perfectly matches the control system,
enabling material feeding, heating, blowing, and water cooling, etc. to be more accurate, stable, reliable and efficient;

® The latest production molding technology results in convenient and efficient operation, the production efficiency is thus improved.

SMED (SingleMinute Exchange ofDie)
QDCS (Quick Die Change System)
‘ Energy Saving
ESS1214S/Q/ E ESS14175Q/ E ESS1618SQ/ E

| Outer Diameter | 5363x3310x4852 5363x3610x5152 5363x3710x5352

Machine Type

1200x1400 1400x1700 1600x1800

1200 1200 1200

125 150 150

1200 1200 1200

29437 42390 42390

145 145 145

Material Hopper

100 100 100

65x2 50 x4 50x4

PASE) 2.0 2.9

6 7. b 9

100 100 100

100 100 100

Low Pressure %% 645 Bf Gf

Compressed Air : m“ 50 50 50
High Pressure mm - - -

7.5 11 11

400 400 400

Note: Machines are highly customized according to customer’s requirement.
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Automatic Block Moulding Machine

Functions & Features

TECHNICAL DATA

ESB200V ESB200A ESB400V ESB400A ESB60OOV ESBGO0A
Mould Cavity Size 2040x1240 2040x1240 4100x1240x 4080x1240x 6100x1240x 6100x1240x
x1030(mm) x630(mm) 1030(mm) 630(mm) 1030(mm) 630(mm)
2000%1200 2000x1200x 4000x1200x 4000x1200x 6000x1200x 6000x1200x
=x1000(mm) 600(mm) 1000(mm) 600(mm) 1000(mm) 600(mm)
Entry DN100 DN100 DN150 DN125 DN150 DN150
Consumption 30 ~50kg/cycle 20 ~30kg/ecycle 60 ~90kg/cycle 45~ 55kg/cycle 100 ~ 130kg/cycle 60 ~70kg/cycle
Pressure 0.8Mpa 0.8Mpa 0.8Mpa 0.8Mpa 0.8Mpa 0.8Mpa
Entry DN40 DN40 DN40 DN40 DN200 DN40
Consumption 1.5-2m%/cycle 1-1.5mécycle 2-2.5m3/cycle 1.8-2m3/cycle 120~ 170m3/cycle 120~ 170m%cycle
Pressure 0.6Mpa 0.6Mpa 0.6Mpa 0.6Mpa 0.6Mpa 0.6Mpa
Entry DN40 DN40 DN40
Cooling Water Consumption 0.2-0.4m%cycle 0.6-0.8m°/cycle 2.5-3m?/cycle
Pressure 0.4-0.6Mpa 0.4-0.6Mpa 0.4-0.6Mpa
Vacuum drain ¢ 125mm ¢ 125mm ¢ 125mm
Steam vent @ 150mm Z125mm @ 200mm ¢200mm @ 250mm ¢ 200mm
Condensate @ 100mm @125mm @ 100mm 150mm @ 100mm ¢ 150mm
Blower outlet Z125mm Z150mm € 150mm
Throughput 15kg/m? 5min/cycle 5-12min/cycle 7min/cycle 7-18min/cycle 8min/cycle 8-18min/cycle
20.5-24.5KW 9.5min/cycle 24.5-35.5KW 13KW 24.5-35.5KW 13KW
Overall Dimension (LXWxH) 5700=4000x 4000x2150x 11000x4500 6040x2270x 12600x3960x 8100x2500x
: 2850(mm) 2120(mm) x3000(mm) 2250(mm) 2906(mm) 3100(mm)
6000 kg 4200 kg 12000 kg 8500 kg 15000 kg 9500 kg
Room Height 6000mm 6000mm 6000mm 6000mm 6000mm 6000mm

Required

Note: Machines are highly customized according to customer’s requirement.







